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Question Number : 1 Question Id : 151 Question Type : MCQ Option Shuffling : No

Correct : 2.0 Wrong : 0.0

The main Constituent of cement which is responsible for initial setting of cement is
Options :

1. ¥ di-calcium Silicate

2. # tri- calcium silicate

3. ¥ tri-calcium aluminate



4. ¥ tri-calcium alumino ferrite

Question Number : 2 Question Id : 152 Question Type : MCQ Option Shuffling : No
Correct : 2.0 Wrong : 0.0

Which of the following Cernent is suitable for use in massive concrete structures such as large dams
Options :
1. ¥ ordinary Portland cement

. ® low heat cement

na

w

# rapid hardening cement

B

% sulphate resisting cement

Question Number : 3 Question Id : 153 Question Type : MCQ Option Shuffling : No
Correct : 2.0 Wrong : 0.0

Mean target strength [f.] is given by
(Where . is 28 day Characteristic
compressive strength and 'S'is
Standards deviation.)

Options :

ft = fck +0.65 S

119

f, =f, -1.65

fi =fx +1.65 s
3’ t ck

ft =ftk = 0.65 5
<

Question Number : 4 Question Id : 154 Question Type : MCQ Option Shuffling : No
Correct : 2.0 Wrong : 0.0

In which of the following directions, the strength of timber 15 maximurn?
Options :

1. ™ parallel to grains

0
, . 45

3. ¥ perpendicular to grains

4. ® same in all directions

Question Number : 5 Question Id : 155 Question Type : MCQ Option Shuffling : No
Correct : 2.0 Wrong : 0.0

Hydraulic lime is obtained by

Options :

1. ¥ burning of limestone

2. ® purning of gravel

3. #® adding water to quicklirme
4. % calcination of pure clay



Question Number : 6 Question Id : 156 Question Type : MCQ Option Shuffling : No
Correct : 2.0 Wrong : 0.0

Soundness of cement is tested by

Options :

1. ® Blaine's method

2 % Le chatelier method

3. ® Autoclave method

¥ Rlains and Lechatelier methods

LN

Question Number : 7 Question Id : 157 Question Type : MCQ Option Shuffling : No
Correct : 2.0 Wrong : 0.0
Solvent commonly used for oil paints is

Options :

1 % tar

2 € petrol

3. ¥ acquaregia

4. ® turpentine

Question Number : 8 Question Id : 158 Question Type : MCQ Option Shuffling : No
Correct : 2.0 Wrong : 0.0
Number of bricks required for one cubic metre of brick masonry is

Options :

1. # 400
2 % 450
3 M 500
4 % 550

Question Number : 9 Question Id : 159 Question Type : MCQ Option Shuffling : No
Correct : 2.0 Wrong : 0.0

Admixtures which cause early setting and hardening of concrete are called
Options :

1. ¥ workability admixtures

2 ¥ accelerators

3. ® retarders

4. % ajr entraining agents

Question Number : 10 Question Id : 160 Question Type : MCQ Option Shuffling : No
Correct : 2.0 Wrong : 0.0

Which of the following metamorphic rocks has the most weather resisting characteristics?
Options :

1. ® Marble

2. ¥ Quartzite

3. 8 Slate

4, ® Lime stone

Question Number : 11 Question Id : 161 Question Type : MCQ Option Shuffling : No
Correct : 2.0 Wrong : 0.0

The ratio of strength of a solid shaft to hollow shaft for same material, same weight and same length is
Options :



1.8 144
2810
3 ®0ea4

4 %05

Question Number : 12 Question Id : 162 Question Type : MCQ Option Shuffling : No

Correct : 2.0 Wrong : 0.0

The ratio of the moment of inertia of a circular plate of diameter same as that of a side of a square plate is
Options :

1. % less than one

2. ® more than one

3 ® equal to one

» cqual to 3716

LN

Question Number : 13 Question Id : 163 Question Type : MCQ Option Shuffling : No
Correct : 2.0 Wrong : 0.0

The maximum twisting moment, a shaft can resist, i1s the product of the permissible shear stress and
Options :

1. ® moment of inertia

2. ® polar moment of inertia

3 ® modulus of rigidly

4. ¥ polar modulus

Question Number : 14 Question Id : 164 Question Type : MCQ Option Shuffling : No

Correct : 2.0 Wrong : 0.0

The ratio or longitudinal stress to circumferential stress in the case of a thin cylindrical shell is
Options :

1. ®iE

2. %2

"3

.05

w

o

Question Number : 15 Question Id : 165 Question Type : MCQ Option Shuffling : No

Correct : 2,0 Wrong : 0.0

The maximum bending moment for a simply supported beam subjected to uniformly varying load with zero
intensity at the right end and w per meter length at the left end is

Options :

wI*/9
1

wi*/9v3
2]

wi*v3
3

w23
4

Question Number : 16 Question Id : 166 Question Type : MCQ Option Shuffling : No
Correct : 2.0 Wrong : 0.0



The magnitude of fixed end moment for a span if one of the support sinks by ? is
Options :

B6EI /L2
1 %

3EI5/L°
2 "

12E1 &/.°
3 ®

El&/6L%
4.

Question Number : 17 Question Id : 167 Question Type : MCQ Option Shuffling : No
Correct : 2.0 Wrong : 0.0
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